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Model Resolution Frame Rate Interface Optical Format Sensor Pixel Size Pixel Data

VQ-400G2-M/C 291 H 720 × 540 291 fps GigE 1/2.9” Sony IMX287 6.90 ㎛ × 6.90 ㎛ 8/10/12/16 bits

VQ-1600G2-M/C 77 H 1440 × 1080 77 fps GigE 1/2.9” Sony IMX273 3.45 ㎛ × 3.45 ㎛ 8/10/12/16 bits

VQ-2MG2-M/C 52 H 1920 × 1200 52 fps GigE 1/2.3” Sony IMX392 3.45 ㎛ × 3.45 ㎛ 8/10/12/16 bits

VQ-3MG2-M/C 38 H 2048 × 1536 38 fps GigE 1/1.8” Sony IMX265 3.45 ㎛ × 3.45 ㎛ 8/10/12/16 bits

VQ-5MG2-M/C 24 H 2448 × 2048 24 fps GigE 2/3” Sony IMX264 3.45 ㎛ × 3.45 ㎛ 8/10/12/16 bits

VQ-12MG2-M/C 10 H 4096 × 3000 9.9 fps GigE 1.1” Sony IMX304 3.45 ㎛ × 3.45 ㎛ 8/10/12/16 bits

VQ-20MG2-M/C 6 H 5472 × 3648 6 fps GigE 1” Sony IMX183 2.40 ㎛ × 2.40 ㎛ 8/10/12/16 bits

VQ GigE Vision Cameras
The Smallest GigE Cameras Featuring VGA to 20 MP



The Smallest GigE Cameras Featuring VGA to 20 MP

VQ GigE Vision Cameras

41-3, Burim-ro 170 beon-gil, Dongan-gu, Anyang-si, Gyeonggi-do, 14055 Republic of Korea

Tel +82-70-7011-6161 Fax +82-31-386-8631 E-mail vision@vieworks.com Web vision.vieworks.com

Copyright ⓒ 2019 Vieworks Co., Ltd. All rights reserved. D-18-742

Mechanical Dimensions

Applications

y Industrial Inspection - Wafer, Flat Panel Display, Solar Panel, etc.

y Factory Automation

y Automotive

y Food, Beverages Inspection

y Pharmaceutical
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