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Alvium GM2
Alvium GM2-507 Pol

Alvium GM2-507 Pol innovative GMSL2 camera withSony IMX264 Polarizer CMOS global
shutter sensor provides industrial performance for cost effective embedded

applications.
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o Alvium GM2-507 Pol
HE A= Alvium GM2

AHEH Available

AlA

MM R Area scan

AZ0} Mono, Polarizer
AHER Visible

AHEZ HQ| 300 nm to 1100 nm
MY 2,464 x 2,056 (5.10 MP)
MM 2 Sony IMX264 Polarizer
MIA OF7|EIK] (ARH) cmos

MH ¥ Global shutter (GS)
L= 8.5x 7.1 mm (11.1 mm, Type 2/3)
oM 37| 3.45 pm x 3.45 ym

MM HIE ME 12-bit
SLIE T A GREY, RAW10, RAW12, RAWS, Y10, Y12
H|00f T4l &4 BayerGR10, BayerGR10p, BayerGR12, BayerGR12p, BayerGR8

o] =Y £ Mainly depends on hardware and register settings.
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TE A 28 usto10s

Al 0.0 dB to 48.0 dB

HIE S 2t 2 programmable GPIOs

/0 {4 Coax, STP

el 32 FA 5 VDC over MIPI CSI-2

e AH| Value for the integrated serializer adds to CSI-2 model value.

HE 2k (51*%) -20 °Cto 65 °C ((housing))

7|AH E4

EH X2 (Lx Wx Hmm) 41 x 29 x 29
d= ORE C-Mount, CS-Mount
24 70 g

2HE H22| 9 FPGA

0|0|X| 1Y (RAM) 256 KByte

HIS|L A @3] (ZafAl) 1024 KByte

QIE{m[O0| A

CIXIE QIE{mH 0| A GMSL2, based on MIPI CSI-2, up to 4 lanes
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Technical Drawing
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Alvium FP3/GM2 C-Mount Coax
Alvium FP3/GM2 C-Mount STP
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